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The Radiance headphones, under licence of Bentley Motors, complement the range of Focal closed-back 
headphones. With their ultra-sophisticated design and fine materials (full-grain leather, aluminium, etc.), they 
draw on the codes and signature of the Bentley brand. The luxury car manufacturer's “Diamond” effect is found 
on the headband, the grille of the ear pads and the cable connectors of the headphones. The “Bentley wings” 
are also present on Radiance, in addition to an elegant copper finish. 

These high-end headphones are packed with the latest Focal technologies for an astonishing, dynamic listening 
experience. They are equipped with a full-range speaker driver and a 15/8" (40mm) aluminium/magnesium                   
“M” shape dome. The bass is deep and impactful, the midrange is balanced and the treble is mellow and linear: 
you’ll never look back!

Key points
• Closed-back high-fidelity headphones: remarkable sound performance
• Sophisticated design and fine materials
• Bentley signature (“Diamond” motif, copper finish, etc.)
• For use at home and on the move

Full-grain leather ear 
pads: unrivalled comfort, 
excellent soundproofing

15/8" (40mm) “M” shape 
aluminium/magnesium dome 

full-range speaker driver

Full-grain leather 
headband and “Diamond” 

motif on the inside

Solid aluminium yoke 
which moulds to face 
shape
 

Asymmetrical mini-jack 
cable with 1/4" (6.35mm) 
adapter

“Diamond” motif on 
connectors:
Bentley finish down        
to the smallest details

“Diamond”-motif grille 
and refined Bentley 
signature full-grain 
leather

Copper finish: 
enhanced aesthetics

 

Faux leather packaging
 and carry case 

in the headphone colours

Type Circum-aural closed-back headphones 

Impedance 35 Ohms

Sensitivity 105dB SPL / 1mW @ 1 kHz 

THD 0,1% @ 1kHz / 100dB SPL

Frequency response 5Hz – 23kHz

Speaker driver 15/8" Aluminium/Magnesium "M" shape dome

Weight 22.05lbs (435g)

Cables supplied
•  1 x 4ft. (1.2m) OFC 24 AWG cable with 1/8" (3.5mm) unbalanced TRS 

jack connector 
•  1 x jack adapter, 1/8" (3.5mm) point socket – 1/4" (6.35mm) point plug

Hard-shell carry case 
provided 

97/8x91/2x43/4" (250x240x120mm)


