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PK21 TECHNICAL SPECIFICATIONS
Power cable: Soft touch high-flexibility! 4.9m x 21mm2 (16Ft x 4AWG)

Fuse box: gold-plated, mounted with 80A fuse

Ground cable: 1 m (4AWG)

Remote cable: 5m (16.4Ft)

RCA cable (PR5): 5m (2 x 90° plugs and 2 straight plugs)

Speaker cable: 10m (32.8Ft)

Accessory pack 

PK8 TECHNICAL SPECIFICATIONS
Power cable: soft touch high-flexibility! 4.9m x 8.3mm2 (16Ft x 8AWG)

Fuse box: gold-plated, mounted with 60A fuse

Ground cable: 1 m (3.3Ft)

Remote cable: 5m (16.4Ft)

RCA cable (PR5): 5m (2 x 90° plugs and 2 straight plugs)

Speaker cable: 10m (32.8Ft)

Accessory pack

Complete power connection kit + speaker cable

5m (16.4Ft) RCA Cable. Male/Male Plugs 
(2 plugs With 90° elbow plugs for easy 
access)

PK8 (8mm2/8AWG) PK21 (21mm2/4AWG)

5m (16.4Ft) RCA cable sold separately 
(reference PR5)

Individually blister packed.

Performance amplifier power connection KIT

RECOMMENDED USE :
FPP power amplifier (1000/2100/5300/4100)

2 "ready-for-use" kits for installing the PERFORMANCE power amplifiers range. Complete kit including the power cable, but also the speaker cable.

WHAT MAKES THE DIFFERENCE

• “All in one” solution (amplifier and speakers)

• High-flexibility power cable (multiple braiding)

• 90° RCA connectors for easier access

•  Ready-for-use kit for optimal assembly of quality 
installations. 


